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PROPOSED TYPICAL CROSS SECTION HIGH TENSION CABLE MEDIAN
F.A.I. ROUTE 74 BARRIER (SEE DETAIL A
oo STA. 1743+10.00 TO STA. 1767+15.00 (@

NOTES: POST AND ANCHORAGE FOR THE HIGH TENSION CABLE MEDIAN BARRIER,
PER MANUFACTURERS SPECIFICATIONS.

F TRANSITION BOTTOM DITCH CROSS SLOPE FROM 0% TO 1% BEGINNING
25'+ FROM INLETS TO PROMOTE DRAINAGE INTO INLET.

42
MIN.

||| * MEDIAN WIDTH VARIES 70’ TO 40’ STA. 1743+10+ TO STA. 1800+60.87+

STATION EQUATIONS:
STA. 1765+38.22 BK = STA. 1765+38.85 AH

| WEED CONTROL MOWING STRIP (4")

P.C. CONCRETE POST FOUNDATION
WITH SLEEVE
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DETAIL A" (TYPICAL)
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HIGH TENSION CABLE MEDIAN PROPOSED TYPICAL CROSS SECTION NOTES: POST AND ANCHORAGE FOR THE HIGH TENSION CABLE MEDIAN BARRIER,
BARRIER (SEE DETAIL A) F.A.I. ROUTE 74 PER MANUFACTURERS SPECIFICATIONS.
@ STA. 1767+15.00 TO STA. 1784+00.00 @ TRANSITION BOTTOM DITCH CROSS SLOPE FROM 0% TO 17 BEGINNING
25't FROM INLETS TO PROMOTE DRAINAGE INTO INLET.
* MEDIAN WIDTH VARIES 70’ TO 40’ STA. 1743+10+ TO STA. 1800+60.87+
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